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1-Compactor: 2 CY
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Existing grassy area

Existing Modular Block
Retaining Wall Existing 10" Concrete Pad

CONTAINER

COMPACTOR

4-Sided Hopper.
Active (gated) side
terminates at grade.

Steel Swing Gate
Hinge Point
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SECTION A-A

AA

40 CY Compaction Container

2 CY Compactor

NEW SINGLE SREAM RECYCLE AREA
SCALE: 1 inch = 4 ft.

Existing Retaining Wall

New SSR Compactor
See Plan Below:

Catch-
basin

Riprap Swale

Catch-
basin

Outfall

2'-6"

Side loading hopper.
(Wood cover by others).

Existing Guardrail:
single faced steel beam
with wood post

Remove existing guardrail
and wood posts. Reset
terminal section

new terminal
section location

Existing pullbox
18"x12"x8"

New 3/4"C, 3#10
and 1#10 Gnd on
wall to new compactor.

Controller

Disconnect switch:
3 Pole, 30 Amp, 480 Volt,
NEMA 4X Enclosed

3/4"C, 3#10
and 1#10 Gnd.

3/4"C, 3#10
and 1#10 Gnd.

Install control station
furnished with compactor

Install flexible connection
furnished with control station.
(Provide support)

New 3/4"C, 3#10
and 1#10 Gnd on
wall to new compactor.

New 3/4"C
See Section A-A
for detail

SSR
TRUCK
TRAFFIC

49

Existing Chain Link Fence

Remove existing chain link fence
back to second post.

Remove existing chain link fence
back to second existing fence post.

New chainlink
fence
terminus 

Sign S-1

  COMMERCIAL

    RECYCLING

     VEHICLES

         ONLY

S-1 S-1: See detail
this sheet

18"

12"

Sign Detail

9' channel sign post
galvanized steel w/ 3/8"
mounting holes 6" on center

36"

Aluminum reflective sign
with round corners
and prepunced mounting holes

5'-0"

  All signs to
be set plumb

Subgrade

Steel Sign Post

GENERAL NOTES

1. All electrical items to meet Massachusetts and local electrical 
codes.

2. Existing conditions and topography obtained per As-Built drawing 
dated November 2003 by A T P  ENVIRONMENTAL.

3. All materials and components to be removed as part of the work 
shall be transported and disposed of off-site by the Contractor in 
accordance with all applicable local, state, and federal regulations.

4. All areas disturbed by the Contractor, including areas beyond the 
limits of work, shall be restored by the Contractor at no additional 
cost to the Owner.

5. Sections and details shown are based upon sections and details 
in the bid plans prepared by ATP Environmental and Weston and 
Sampson Engineers, Inc. dated January 2003.

6. Contractor must notify "DIGSAFE" at 1-888-344-7233 at least 72 
hours prior to construction.

7. All electrical work, shown and not shown, shall be designed by 
others. ATP assumes no responsibility for electrical engineering.

PROJECT LOCUS
Scale:  1" = 2000'

LOCUS

Opposite Side

Wood Cover {by others}

New wheel stop
w/ 6" reveal

4'-0"


